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ANTI-SLIP EPOXY FLOOR SYSTEM 
 

 
 
 
 
 
 
The anti-slip epoxy floor system is a set of epoxy resin-based materials for making multilayer, seamless 
floors. It is designed for indoor use in facilities where the floor’s anti-slip properties are extremely important, 
like slaughterhouses, rendering plants, dairies, fish-processing factories, kitchens, parking lots, laboratories 
and many other specific rooms. 
 
The anti-slip category (from R9 to R13) depends on the angle of floor inclination that, if crossed, may make it 
difficult for a person to keep their balance. This examination is performed in accordance with the DIN 51130 
standard. 
 
The concrete or cement substrate should be made in accordance with good construction practices. A sealing 
against moisture penetration is required. The concrete grade should correspond to the expected floor surface 
load; however, it must not be lower than C16/20. The surface should be clean, dry (the concrete moisture 
should not exceed 3%), roughly plastered, without cracks or scratches. The epoxy floor systems are used on 
substrates primed with NOVOFLOOR E10 or NOVOFLOOR E11 and gritted with the appropriate quartz 
sand. 
 
The epoxy anti-slip floor system is used on substrates primed with NOVOFLOOR E10 or NOVOFLOOR E11. 
It consists of the NOVOFLOOR E41 self-levelling coating or the NOVOFLOOR E40 epoxy binder that is filled 
and gritted with the appropriate quartz aggregate type that makes it possible to achieve the required anti-slip 
category. Finally, the layer made in the manner described above is coated with NOVOFLOOR E41 or 
NOVOFLOOR E40 to obtain a floor with a homogeneous, closed structure and the appropriate chemical 
resistance. The total floor thickness ranges from 3 to 5 mm.  
 
 
Basic properties of the NOVOFLOOR anti-slip floor systems: 
 

Name of 
NOVOFLOOR system 

EPOXY FLOOR ON 
NOVOFLOOR E40 

EPOXY FLOOR ON 
NOVOFLOOR E41 

System components NOVOFLOOR E10 or 
NOVOFLOOR E11 
NOVOFLOOR E40 
Quartz sand, 0.8-1.2 mm 

NOVOFLOOR E10 or 
NOVOFLOOR E11 
NOVOFLOOR E41 
Quartz sand, 0.8-1.2 mm 

Anti-slip properties R12 R12 
Impact strength  IR14 IR11 (for NOVOFLOOR E10) 

IR16 (for NOVOFLOOR E11) 
Reaction to fire 
Bending strength 
Compression strength 
Resistance to abrasion 
Adherence 

Bfl-s1 
F30 
C50 
AR2 
IB2.0 

Bfl-s1 
F30 
C40 
AR 0.5 
B2.0 
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The total floor thickness ranges from 3 to 5 mm. 
 
Typical layer arrangement of the anti-slip epoxy floor system: 
1 - Substrate 
2 - NOVOFLOOR E10 or NOVOFLOOR E11 sealer + quartz aggregate 
3 - NOVOFLOOR E41 coating or NOVOFLOOR E40 + quartz aggregate 
4 - NOVOFLOOR E41 or NOVOFLOOR E40 
 

 
 

 
 
 
 

 Other information: 
 
The effectiveness of our systems results from laboratory research and many years of experience. The data 
contained herein meets the current knowledge about our products and their application potential. We ensure 
high quality, provided the user follows the instructions and the work is performed in accordance with good 
workmanship. It is necessary to do a test application of the product due to its potentially different reaction 
with different materials. We may not be held liable for defects if the final result was affected by factors 
beyond our control. 
 

 
 
 

 


