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ANTISTATIC EPOXY FLOOR SYSTEM 

 
 

 
 
 
 
 
The thick-layer antistatic epoxy floor system is a set of epoxy resin-based materials for making multilayer, 
seamless floors. It is designed for indoor use in industrial facilities exposed to medium transport load, where 
the accumulation of electrostatic charges is undesirable (e.g. computer rooms, explosion-risk areas). The 
most important properties of such floor surfaces are as follows: dissipates electrostatic charges, aesthetic 
appearance, high sealing capability, dust prevention, easy to clean and high chemical resistance. 
 
The epoxy antistatic system is applied on a concrete substrate that has been prepared by applying one layer 
of the NOVOFLOOR E10 sealer. Electrodes that collect the electric charges and dissipate them into the 
ground must then be installed on the cured sealer, e.g. self-adhesive copper tapes spaced not more than 3 
metres from each other. The next layer is the NOVOFLOOR E25AS conductive subfloor that dissipates 
electrostatic charges to the grounding electrodes. The last system layer is the NOVOFLOOR E41AS coating. 
Due to its high flow-through conductivity it guarantees that charges from the surface are dissipated into the 
NOVOFLOOR E25AS layer; it also forms a coat with the required mechanical and chemical resistance. 
The thickness of the NOVOFLOOR E41AS layer should not exceed 1.9 mm. 
 
Basic properties of the industrial polyurethane floor system: 
 
Property Value Test method 
Reaction to fire Bfl-s1 EN 13501-1 
Resistance to abrasion AR 0.5 PN-EN 13892-4 
Impact strength IR 17 PN-EN ISO 6272-1 
Adherence B 2.0 PN-EN 13892-8 
Antistatic classification:  partially conductive PN-E-05200 
 
This floor is compliant with PN-EN 13813:2003 and with the antistatic protection acc. to PN-E-05203, PN-E-
05204, PN-EN 61340-5-1 as appropriate. 

 
Typical layer arrangement of the antistatic epoxy floor system: 
1 - Concrete substrate 
2 - NOVOFLOOR E10 sealer 
3 - Copper tapes  
4 - NOVOFLOOR E 25AS subfloor 
5 - NOVOFLOOR E 41AS coating 
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Other information: 

 
The effectiveness of our systems results from laboratory research and many years of experience. The data 
contained herein meets the current knowledge about our products and their application potential. We ensure 
high quality, provided the user follows the instructions and the work is performed in accordance with good 
workmanship. It is necessary to do a test application of the product due to its potentially different reaction with 
different materials. We may not be held liable for defects if the final result was affected by factors beyond our 
control. 

 


